®

®

(10)

(11)
(12)

(13)

(14)

(15)

(16)

stainless steel doors and door frames below the BFE. Grouting in of door frames and sills is recommended.

(f)  If an elevator is designed to provide access to areas below the BFE, it shall be equipped with a float switch system that
will activate during a flood and send the elevator cab to a floor above the RFPE.

Accessory structures, regardless of size or cost, shall not be permitted below elevated structures.

A registered professional engineer or architect shall certify that the design, specifications and plans for construction are in
compliance with the provisions of Article 4, Section B and Article 5, Section G (3) and (4), on the current version of the North
Carolina V-Zone Certification form or equivalent local version. In addition, prior to the Certificate of Compliance/Occupancy
issuance, a registered professional engineer or architect shall certify the finished construction is compliant with the design,
specifications and plans for VE Zone construction.

Fill/Grading

(a) Minor grading and the placement of minor quantities of nonstructural fill may be permitted for landscaping and for
drainage purposes under and around buildings and for support of parking slabs, pool decks, patios and walkways.

(b) The fill material must be similar and consistent with the natural soils in the area.

(c) The placement of site-compatible, non-structural fill under or around an elevated building is limited to two (2) feet. Fill
greater than two (2) feet must include an analysis prepared by a qualified registered design professional demonstrating
no harmful diversion of floodwaters or wave run up and wave reflection that would increase damage to adjacent elevated

buildings and structures.

(d) Nonstructural fill with finished slopes that are steeper than five (5) units horizontal to one (1) unit vertical shall be
permitted only if an analysis prepared by a qualified registered design professional demonstrates no harmful diversion of
floodwaters or wave run up and wave reflection that would increase damage to adjacent elevated buildings and

structures.

There shall be no alteration of sand dunes or mangrove stands which would increase potential flood damage.

No manufactured homes shall be permitted except in an existing manufactured home park or subdivision. A replacement
manufactured home may be placed on a lot in an existing manufactured home park or subdivision provided the anchoring and
elevation standards of this Section have been satisfied.

Recreational vehicles may be permitted in Coastal High Hazard Areas provided that they meet the Recreational Vehicle criteria
of Article 5, Section B(6)(a).

A deck that is structurally attached to a building or structure shall have the bottom of the lowest horizontal structural member at
or above the Regulatory Flood Protection Elevation and any supporting members that extend below the Regulatory Flood
Protection Elevation shall comply with the foundation requirements that apply to the building or structure, which shall be
designed to accommodate any increased loads resulting from the attached deck. The increased loads must be considered in the
design of the primary structure and included in the V-Zone Certification required under Article 4, Section B, (3)(f).

A deck or patio that is located below the Regulatory Flood Protection Elevation shall be structurally independent from
buildings or structures and their foundation systems, and shall be designed and constructed either to remain intact and in place
during design flood conditions or to break apart into small pieces to minimize debris during flooding that is capable of causing
structural damage to the building or structure or to adjacent buildings and structures.

In coastal high hazard areas, development activities other than buildings and structures shall be permitted only if also
authorized by the appropriate state or local authority; if located outside the footprint of, and not structurally attached to,
buildings and structures; and if analyses prepared by qualified registered design professionals demonstrate no harmful diversion -
of floodwaters or wave run up and wave reflection that would increase damage to adjacent buildings and structures. Such other
development activities include but are not limited to:

(a) Bulkheads, seawalls, retaining walls, revetments, and similar erosion control structures;
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